
Flush-Mount
14in. LED Ceiling Light

50%
of net profits
donated to charity

Light Output - LUMENS
Watts
LUMENS per Watt

Color Accuracy (CRI)

1500
20
70

80

Lighting Specs

* All results are according to IESNA LM-79-2008:
 Approved method for the Electrical and Photometric
 Testing of Solid-State Lighting.

66140-1 Model Number: FCF/1/14/44/20/120
Type: Luminaire - Directional

The higher the CRI (Color Rendering 
Index) the more vibrant the colors

Warm
White

Cool
White

Daylight

2000K 3000K 5000K4000K 6000K

Light Color Correlated Color Temperature (CCT)

...............................................

..................................................

........................................................
.............................................................................

Your Enbrighten purchase 
impacts the lives of 
people in communities 
around the world.

OUR 50% 
PROMISE

Visit GiveYourWay.com to choose your cause

GIVE YOUR WAY

WATER

SHELTER

FOOD

DISASTER
RELIEFLearn more! Scan code or visit 

byjasco.com/66140p.

DIRECT WIRE

1500
LUMENS

LOW PROFILE

ADJUST LIGHT TEMPERATURE WITH INTEGRATED SWITCH

2700K 3000K 3500K 4000K 5000K

S E L E C T  Y O U R  W H I T E !

MADE IN MALAYSIA/HECHO EN MALASIA

Distributed by Jasco Products Company LLC,
10 E. Memorial Rd., Oklahoma City, OK 73114.

This Jasco product comes with a 5-year limited warranty. 
Visit www.byjasco.com for warranty details.

Questions? Contact our U.S.-based Consumer Care at 
1-800-654-8483 between 7AM-8PM, M-F, Central Time.

®

Ratings 
120V 60Hz 20w
0.238A
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I N C L U D E D  H A R D W A R EE A S Y  I N S T A L L A T I O N

Tools needed

PRODUCTS AVAILABLE AT

Visit www.samsclub.com
for more products!

Sconces

Chandeliers

Ceiling Lights

14in 2.5in

BRUSHED NICKEL

BRUSHED NICKEL

Flush-Mount
14in. LED Ceiling Light

TUNABLE WHITE

15.5” 5”

15.5”
Grommet Radius .635cm / Hole Radius .4495cm

SILVER

GOLD

Grommet hole(s) must be positioned by vendor for the
product to hang straight
If grommet hole conflicts with art please let designer know.

PACKAGE SPECS:

CORNER
RADIUS

.635CM

COMMENTS:

NEW ART

Preferred location
Bottom side of 
front blister

IMPORTANT
All materials used in the packaging 
of this product are required to use 
recyclable materials as indicated below.

PAPER
A minumum of 25% post consumer 
waste recycled materials is required 
for all paper stock to include:

• Packaging paper stock 
• Molded pulp/filler trays
• Cardboard fillers

NOTE: Instruction Manuals/Sheets must 
use a minimum of 50% post consumer 
waste recycled materials  

PLASTIC
PET is required for any plastics 
used to include:

• Plastic hang tabs
• Plastic sheets for window boxes 
• Plastic bags
• Full plastic boxes
• Molded trays used to support the product 

CYAN

MAGENTA

YELLOW

BLACK

SPOT
GLOSS

VARNISH

4-COLOR
PROCESS

PMS

OTHER

390.00 MM
390.00 MM
124.00 MM

File Name:  66140-1   Manual Name:  66140 QSG v1
Production: Mike M.
Date: 09/07/21
PM: Chris Bednarz/Alisha Kesler

PAPER STOCK:
Eflute
PAPER COLOR:
Bright White
PAPER FINISH:
Matte finish
with spot UV

HEAVY WEIGHT BOX

Secondary location
Bottom of right 
side of front blister

PET1 PLASTIC EMBLEM MUST BE 
EMBOSSED ON BLISTER AS INDICATEDDO NOT make changes to this file before obtaining 

approval from the Jasco graphics team.
Final art files will be kept at Jasco and if changes are 
needed, files will be modified by graphic designers to 
prevent confusion on any future orders.


